8°x8"x3" SUMP

(518) 664-6280

PLASTIC STEPS 3/8" CONCRETE EXPANSION
ANCHORS (THUNDER STUDS
OR APPROVED EQUAL) WITH
1" STAINLESS STEEL

PLUMBERS STRAPPING

Fax:

WATER WORKS BRASS
STRAIGHT COUPLIN

WITH_RESTRAINED

CONNECTIONS*

N N
| ( )jn @—'— H PE 3408 200 Psl Tuamcs |
—F 8"x8"
CAST—IN—PLACE
NECESSARY (CONCRETE BLOCK
l SUPPORT

PIPE SECURING DETAIL

©
[}
I
FINISHED ~
C.l. FRAME & GRADE 3
COVER NEENAH # R—1558 ©
NOTE:
g CONTRACTOR TO CONFIRM ADEQUATE SPACE
T . 30 ‘;’J’FLRT TEEWER o,’;MNHOLE WITHIN MANHOLE STRUCTURE TO COMPLETE
/™~ MAX APPROVED EQUAL. ALL FITTINGS AND APPURTENANCES AS @
- /] X g&mﬁ SIIEEIS-I'H%‘N BRFS?HSDLREI%GE SHOWN PRIOR TO ORDERING STRUCTURE. §
Erg‘ié‘ﬁﬁkmsh ?:':p em / MAIN USE SAME WHERE COUPLING IS g
N NECESSARY. °

WATER WORKS BRASS OR STAINLESS
STEEL FULL PORT BALL VALVE WITH 1/4"
TURN CHECK. & RESTRAINED CONNECTION
X M.LP.T (CONNECT TO TEE) _SIZED 5 MIN.
SAME AS FORCE MAIN DIAMETER. COVER
(FLANGED RESILIENT WEDGE VALVE WITH
HAND OPERATOR MAY BE SUBSTITUTED
FOR 2° DIA. SIZE.

RUBBER BOOT BY

KOR-N—SEAL OR

APPROVED EQUAL.

#10 STAINLESS STEEL
HDD TRACER WIRE. SANITARY FORCE MAIN SHALL BE DR-9 OR
DR-11 HDPE 200 PS| (MINIMUM)

 E—
STANLESS STEEL OR BRASS 5'-0" I.D. MIN.

Q 4,
6" NIPPLE THREAD X THREAD—\ ‘

WATER WORKS BRASS OR STAINLESS STEEL
FULL PORT BALL VALVE 1/4" TURN CHECK
& RESTRAINED CONNECTION X F.I.F.T.—\

PLASTIC STEPS

— 12" 0.C.

CLEAN OUT FITTINGS| /
SIZED SAME AS
FORCE MAIN OR

STAINLESS STEEL OR BRASS
6" NIPPLE THREAD X THREAD ——__ |~

STAINLESS STEEL OR BRASS MALE X
FEMALE REDUCING BUSHING AS NECESSARY ——__ |"-

WATER WORKS BRASS OR STAINLESS STEEL TEE
RESTRAINED CONNECTION X F.LP.T. X F..P.T. —— |

ISTAINLESS STEEL OR BRASS F..P.T. END CAP

WITH M.LP.T. X RESTRAINED TUBING CONNECTION——— [ PE 3408 200 PSI TUBING (MIN.) ~

eresaes

O
% (O OrJOrJON

lo) o 12" MIN. #2 CRUSHED STONE ON
UNDISTURBED OR COMPACTED

NOTEX
CE) SUBGRADE TO SPRING-LINE OF ALL PE FITTING CONNECTIONS SHALL HAVE
o PIPE. PROPER SIZED SS INSERT STIFFENERS
o) INNER DIAMETER OF TUBING SHALL BE A

Cg) Qﬁ MINIMUM OF 1-1/4"

1@ * RESTRANED TUBING CONNECTION SHALL BE
GRIP-RING OR PACK JOINT TYPE

1002 HUDSON RIVER ROAD, MECHANICVILLE, NEW YORK
(518)

\_|

~~— CAST—IN-PLACE
CRETE

CON
BLOCK PIPE
SUFPORT/|

24" MIN.

4.25" MIN.

SARATOGA COUNTY SEWER DISTRICT #1

INTEGRAL BASE /
SECTION

P.O. Box 550 Mechanicville, New York 12118

\_FIEI.D POURED FLOOR SLOPED TO SUMP (§"/FT.)
3000PSI AIR ENTRAINED CONCRETE.

PRESSURE SANITARY SEWER END—OF—LINE
/\ CLEAN OUT SARATOGA COUNTY SEWER DISTRICT #1

\\/ NOT TO SCALE RESERVES THE RIGHT, AT OUR DISCRETION, TO

CHANGE, MODIFY, ADD OR REMOVE PORTIONS
OF THESE DETAIL SPEC'S AT ANY TIME




